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common or companion trip, or handle-
tied paired circuit breakers. 

(j) A 3 inch by 1–3/4 inch minimum 
size tag made of etched, metal-stamped 
or embossed brass, stainless steel, an-
odized or alclad aluminum not less 
than 0.020 inch thick, or other approval 
material (e.g., 0.005 inch plastic lami-
nates) shall be permanently affixed on 
the outside adjacent to the feeder as-
sembly entrance and shall read: This 
connection for 120/240 Volt, 3–Pole, 4–
Wire, 60 Hertz, llll Ampere Supply. 
The correct ampere rating shall be 
marked on the blank space. 

(k) When a home is provided with in-
stalled service equipment, a single dis-
connecting means for disconnecting 
the branch circuit conductors from the 
service entrance conductors shall be 
provided in accordance with Part F of 
Article 230 of the National Electrical 
Code, NFPA No. 70–1993. The dis-
connecting means shall be listed for 
use as service equipment. The dis-
connecting means may be combined 
with the disconnect required by 
§ 3280.804(c). The disconnecting means 
shall be rated not more than the am-
pere supply or service capacity indi-
cated on the tag required by paragraph 
(l) of this section. 

(l) When a home is provided with in-
stalled service equipment, the elec-
trical nameplate required by 
§ 3280.804(j) shall read: ‘‘This connection 
for 120/240 volt, 3 pole, 3 wire, 60 Hertz, 
llll Ampere Supply.’’ The correct 
ampere rating shall be marked in the 
blank space. 

[40 FR 58752, Dec. 18, 1975, as amended at 42 
FR 961, Jan. 4, 1977. Redesignated at 44 FR 
20679, Apr. 6, 1979, as amended at 52 FR 4589, 
Feb. 12, 1987; 58 FR 55019, Oct. 25, 1993]

§ 3280.805 Branch circuits required. 
(a) The number of branch circuits re-

quired shall be determined in accord-
ance with the following: 

(1) Lighting, based on 3 volt-amperes 
per square foot times outside dimen-
sions of the manufactured home (cou-
pler excluded) divided by 120 volts 
times amperes to determine number of 
15 or 20 ampere lighting area circuits. 
e.g. [3 × length × width—[120 × (15 or 20)] 
= number of 15 or 20 ampere circuits. 

(2) Small appliances. For the small ap-
pliance load in kitchen, pantry dining 

room and breakfast rooms of manufac-
tured homes, two or more 20-ampere 
appliance branch circuits, in addition 
to the branch circuit specified in 
§ 3280.805(a)(1), shall be provided for all 
receptacle outlets in these rooms, and 
such circuits shall have no other out-
lets. Receptacle outlets supplied by at 
least two appliance receptacle branch 
circuits shall be installed in the kitch-
en. 

(3) General appliances (Including fur-
nace, water heater, range, and central or 
room air conditioner, etc.). There shall be 
one or more circuits of adequate rating 
in accordance with the following: 

(i) Ampere rating of fixed appliances 
not over 50 percent of circuit rating if 
lighting outlets (receptacles, other 
than kitchen, dining area, and laundry, 
considered as lighting outlets) are on 
same circuit; 

(ii) For fixed appliances on a circuit 
without lighting outlets, the sum of 
rated amperes shall not exceed the 
branch-circuit rating. Motor loads or 
other continuous duty loads shall not 
exceed 80 percent of the branch circuit 
rating. 

(iii) The rating of a single cord and 
plug connected appliances on a circuit 
having no other outlets, shall not ex-
ceed 80 percent of the circuit rating. 

(iv) The rating of range branch cir-
cuit shall be based on the range de-
mand as specified or ranges in 
§ 3280.811, Item B(5) of Method 1. For 
central air conditioning, see Article 440 
of the National Electrical Code (NFPA 
No. 70–1993). 

(v) Where a laundry area is provided, 
a 20 ampere branch circuit shall be pro-
vided to supply laundry receptacle out-
lets. This circuit shall have no other 
outlets. See § 3280.806(a)(7). 

(b) [Reserved] 

[40 FR 58752, Dec. 18, 1975. Redesignated at 44 
FR 20679, Apr. 6, 1979, as amended at 58 FR 
55020, Oct. 25, 1993]

§ 3280.806 Receptacle outlets. 
(a) All receptacle outlets shall be: 
(1) Of grounding type; 
(2) Installed according to section 210–

7 of the National Electrical Code 
(NFPA No. 70–1993). 

(3) Except when supplying specific 
appliances, be parallel-blade, 15-am-
pere, 125-volt, either single or duplex. 

VerDate Jan<31>2003 09:58 Apr 25, 2003 Jkt 200079 PO 00000 Frm 00189 Fmt 8010 Sfmt 8010 Y:\SGML\200079T.XXX 200079T


